
TECHNICAL SPECIFICATIONS

ALL-IN-ONE MONITORING
ANYWARE SENSE

ANY BUILDING | ANY APPLICATION | ANYWARE

FOR

INSTALLATION CONNECTIVITY POWER SUPPLY LOCAL STORAGE

PLUG-AND-PLAY 
PLACE DEVICE ON FLAT SURFACE OR WALL 
APPROPRIATE FOR SENSOR MONITORING

WIFI 2.4GHZ B/G/N

CONNECTS DIRECTLY TO THE WIFI 
NETWORK USING THE SMARTPHONE

5V USB-C WALL CHARGER SD CARD OPTION (REPLACEABLE)

SOUND TEMPERATURE HUMIDITY AMBIENT LIGHT

OMNIDIRECTIONAL SENSOR

26 DBFS SENSITIVITY

62 DB SIGNAL-TO-NOISE RATIO

OPERATING RANGE

0°C - 50°C (32°F - 122°F)

MEASUREMENT PRECISION

± 0.2°C (0.36°F)

OPERATING RANGE

0 - 100% RELATIVE HUMIDITY (RH)

MEASUREMENT PRECISION

± 2% RH)

OPERATING RANGE

0.01 – 64,000 LUX

CO2 AIR QUALITY (VOC) DEVICE BUTTON LED FEEDBACK (ALERTING)

OPERATING RANGE

0 – 40,000 PPM

MEASUREMENT PRECISION

± 50 PPM (400 – 2,000 PPM)

OPERATING RANGE

1 – 500 VOC INDEX

CONFIGURABLE BUTTON 
IN-ROOM ACKNOWLEDGEMENT TO SYSTEM 
BACKEND

CONFIGURABLE LED FEEDBACK

CONFIGURABLE TO EACH SENSOR TYPE

NOTE: ALL DETAILS ARE SUBJECT TO CHANGE WITHOUT NOTICE
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READ MORE ON 

WWW.ANYWARE.SOLUTIONS

GET IN CONTACT ON 

SALES@ANYWARE.SOLUTIONS 

MAKING SENSE  
✓ MAINS-POWERED MULTI-SENSOR

✓ PLUG-AND-PLAY INSTALLATION

✓ CONFIGURABLE LED ALERTING ON 
DEVICE FOR IN-ROOM FEEDBACK

✓ BUTTON FOR IN-ROOM 
ACKNOWLEDGEMENT

✓ ALGORITHMS FOR UNIQUE    
SENSOR PATTERN RECOGNITION

✓ SD CARD STORAGE ON DEVICE

✓ MOBILE APP | DASHBOARD | API

http://www.anyware.solutions/
mailto:sales@anyware.solutions
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